**DECAL PLACEMENT INSTRUCTIONS**

**IMPORTANT:** Both the decal and the surface to which it is applied MUST be warm at the time of application. The surface to which the decal is affixed must be clean and dry. In cold weather a hair dryer works well to warm the surface. As a minimum, warm the surface with your hands, sun, or other means.

No person shall operate any OHRV or snowmobile unless the assigned OHRV or snowmobile registration numbers, plates, or decals are placed on the OHRV or snowmobile as required by law. **ALTERATION OF DECALS IS PROHIBITED.**

**FAILURE TO DISPLAY DECALS PROPERLY MAY RESULT IN A VIOLATION**

**SNOWMOBILE DECAL PLACEMENT**

(a) Pursuant to RSA 215-C:36, V and IX, no person shall operate a snowmobile unless the registration decal is attached, by the registrant, to the vehicle as follows:

1. Decals shall be placed on each side of the snowmobile cowling or on the outside of the windshield;
2. Decals shall be placed so that both are clearly visible and not obstructed; and
3. The lower edge of each decal shall be parallel with the ground.

(b) No person shall place an altered registration decal on a vehicle.

**OHRV DECAL PLACEMENT**

(a) Pursuant to RSA 215-A:21, V and VI, no person shall operate an OHRV unless the registration decal is attached, by the registrant, to the vehicle as follows:

1. The registrant shall place one decal on the front fender and one decal on the rear fender, or at locations provided by the manufacturer; and
2. The registrant shall place decals so that they are clearly visible and not obstructed.

(b) No person shall alter a registration decal on a vehicle.